ARCHITECTURAL STONEWORK
WINDOW SURROUNDS
Haddonstone has a range of classical window surrounds which can be
tailored to suit individual requirements. These surrounds, based on the
Tuscan style, can be used for new build or refurbishment.
Haddonstone will always continue to create custom-made surrounds,
either to an architect’s drawing or to match an existing design. Please
contact your nearest Technical Department for further information.

Window Surround with bespoke Pediment

Window Surrounds also available in TecLite, see page 192.
We strongly recommend that you refer to Eurocode 6 and PD 6697: 2010.
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For Sill Brackets, see page 190.
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Bull’s-Eye Window Surrounds
Bull’s-Eye Window Surrounds are available in three standard styles, as
illustrated below:
890 (35")

Window Surround

166 (61« 2")

130
(51« 8")
215
(87«16")

96
(33« 4")

110 (45«16")

610 (24")

610
(24")

140
(51« 2")
122
(413« 16")

WS10

WS11

WS12

WS11 (SECTION)

Refer to the Architectural Supplement for specific US designs.
Custom-made products are available on request.

HADD CAT Jan 18 ARTWORK 179-194 NEW.indd 191

191

12/03/2018 13:56:40

HADDONSTONE
POINTING
RECOMMENDATIONS
Required: pointing mix, pointing trowel, masking tape, mixing bowl, water, mist sprayer.
Please note: all text and photographs relate to Haddonstone semi-dry pointing mix.

2

1

Before pointing ensure each
6mm (¼”) joint is free from loose
particles. Avoid pointing in extreme
conditions, particularly wet and
cold.

5

3

Apply masking tape to both sides
of the joint, keeping the tape
approximately 1mm (1/16”) from the
edge of the joint.

6

The Haddonstone pointing mix
is ready to use when it has the
consistency of damp sand. *See
note below.

9

7

Scoop the mix into the joint,
pressing with a trowel to ensure an
even fill.

10

If necessary trowel over the joint
once more to ensure a flush finish.

The joint is now ready to start
pointing.

Smooth the pointing mix to the
profile of the stone, removing any
excess pointing mix.
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Apply a fine and even mist of water
to the joint to prevent drying out.

Any mix residue may be rubbed
away with fine abrasive paper 2-3
days after completion.

4

Carefully add small quantities
of water to the Haddonstone
pointing mix, mixing thoroughly to
ensure the water is fully dispersed.
*See note below.
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Carefully remove the masking tape.

12

The finished joint.

* NOTE: It would be advantageous to use a waterproofing additive in the mixing water (SBR or other proprietary mortar admixture). The use of too much
water can lead to the pointing mix colour and texture becoming unsightly, and the possibility of the mix bleeding into the adjacent cast stone.
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TECSTONE POINTING
RECOMMENDATIONS
Required: pointing mix, pointing trowel, masking tape (if required), mixing bowl, water, sponge.
Please note: all text and photographs relate to TecStone pointing mix.
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Before pointing ensure each
6mm (1∕4”) joint is free from loose
particles. Avoid pointing in extreme
conditions, particularly wet and
cold.

5
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The TecStone pointing mix is
supplied as separately bagged
cement and aggregate with an
information leaflet.

6

The TecStone pointing mix is ready
to use when it has the consistency
of putty. *See note below.

9
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Scoop the mix into the joint,
pressing with a trowel to ensure an
even fill.

10

If necessary trowel over the joint
once more to ensure a flush finish.

The cement and aggregate should
first be mixed together dry in the
ratio of 1 part cement to 4.5-6.5
parts aggregate.

Smooth the pointing mix to the
profile of the stone, removing any
excess pointing mix.
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Any mix residue may be rubbed
away with fine abrasive paper 2-3
days after completion.

4

Carefully add small quantities of
water to the TecStone pointing
mix, mixing thoroughly to ensure
the water is fully dispersed.
*See note below.

8

Wipe over the surface of the
joint and surrounding area with a
dampened sponge to remove all
surplus pointing material off the
surrounding areas and ensure a
flush finish to the joint.

The finished joint.

* NOTE: It would be advantageous to use a waterproofing additive in the mixing water (SBR or other proprietary mortar admixture). The use of too much
water can lead to the pointing mix colour and texture becoming unsightly, and the possibility of the mix bleeding into the adjacent cast stone.
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